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AREA C - VIEW TOWARDS WEST ENTRYE1
A110

AREA C - VIEW TOWARDS SOUTH FACADE & PLAY AREAE3
A110

AREA C - VIEW TOWARDS SOUTH FACADE & LOCATION OF NEW ELEVATORE5
A110

AREA B - VIEW TOWARDS EXISTING EXTERIOR STAIRSD1
A110

AREA B - VIEW TOWARDS LOCATION OF NEW ENTRY & ELEVATORD3
A110

AREA B - VIEW TOWARDS EXISTING EXTERIOR STAIRS TO BE DEMO-EDD5
A110

AREA A - VIEW TOWARDS MAIN ENTRYB1
A110

AREA A - VIEW TOWARDS MAIN ENTRY STAIRB3
A110

AREA A - VIEW OF MAIN ENTRY STAIRB5
A110
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FLOOR PLAN - SYMBOLS LEGEND

1
0
0
.0

W1

DIMENSIONS ON FLOOR PLAN ARE BASED ON FACE OF FINISHED WALL TO FACE OF FINISHED WALL (NOMINAL).

VERIFY ALL DIMENSIONS AND CONDITIONS AT JOB SITE.  PORTIONS OF EXISTING CONSTRUCTION MAY HAVE BEEN
REMOVED BY OWNER.

MAINTAIN CONTINUOUS UTILITY SERVICE TO ALL SPACES IN THE BUILDING NOT AFFECTED BY THIS WORK.
COORDINATE WITH OWNER ANY DISRUPTION IN SERVICES REQUIRED TO PERFORM WORK OR TO MODIFY EXISTING
PIPING, DUCTWORK OR ANY ASSOCIATED EQUIPMENT.

REFER TO SHEET A890 FOR ROOM FINISH SCHEDULE AND NOTES.

REFER TO SHEET A890 FOR DOOR SCHEDULES, DOOR TYPES, AND NOTES.

001

1

SHT

DTL

FD

SHT

DTL

FLOOR PLAN - GENERAL NOTES

1i

SHT
DTL

SHT

DTL

A.

B.

C.

D.

E.

EXISTING WALL TO REMAIN

EXISTING DOOR TO REMAIN

DETAIL REFERENCE

EQUIPMENT

WINDOW TYPE

WALL/PARTITION TYPE

FLOOR DRAIN -
PITCH FLOOR TO DRAIN

NEW WALL/PARTITION

NEW DOOR

SECTION REFERENCE

EXTERIOR ELEVATION

INTERIOR ELEVATION

FLOOR PLAN KEYNOTE

CONSTRUCTION LIMITS

ONE HOUR FIRE RESISTIVE CONSTRUCTION

TWO HOUR FIRE RESISTIVE CONSTRUCTION

ALL GYPSUM BOARD PARTITIONS SHALL BE              UNLESS OTHERWISE NOTED ON FLOOR PLAN.

GYPSUM BOARD PARTITION DIMENSIONS ON FLOOR PLAN ARE BASED ON FACE OF FINISHED PARTITION TO FACE OF
FINISHED PARTITION (NOMINAL).

REFER TO GYPSUM BOARD SPECIFICATION FOR LOCATION AND TYPE(S) OF GYPSUM BOARD MATERIAL REQUIRED.

PROVIDE FIRE RATED GYPSUM BOARD AT ALL FIRE RATED PARTITIONS.

SEAL ALL WALL PENETRATIONS AT PERIMETER AND FIRESTOP ALL FIRE RATED PARTITIONS.

EXTEND ALL GYPSUM BOARD PARTITIONS FULL HEIGHT TO UNDERSIDE OF STEEL DECK ABOVE.  AT METAL DECK
CONSTRUCTION ABOVE PROVIDE SLIP JOINT BETWEEN TOP OF PARTITION AND UNDERSIDE OF METAL DECK /
STRUCTURAL STEEL MEMBER ABOVE.  REFER TO DETAIL C4/A810.

MASONRY PARTITIONS INDICATED WITH THE FOLLOWING HATCH PATTERN:

ALL MASONRY PARTITIONS SHALL BE 8" CONCRETE BLOCK UNLESS OTHERWISE NOTED OR DIMENSIONED.  REFER TO
FLOOR PLAN FOR PARTITION THICKNESS.

PROVIDE UL RATED CONCRETE BLOCK AT ALL FIRE RATED PARTITIONS.

SEAL ALL WALL PENETRATIONS AT PERIMETER AND FIRESTOP ALL RATED PARTITIONS.

EXTEND CONCRETE BLOCK PARTITIONS FULL HEIGHT TO UNDERSIDE OF STEEL DECK ABOVE (OR PRECAST PLANK ABOVE
IF APPLICABLE).  REFER TO DETAIL C5/A810.  PROVIDE HORIZONTAL MASONRY JOINT REINFORCEMENT AT 16" OC
VERTICALLY.  REFER TO STRUCTURAL DRAWINGS FOR VERTICAL REINFORCEMENT REQUIREMENTS.

A4

GYPSUM BOARD PARTITIONS - GENERAL NOTES

MASONRY PARTITIONS - GENERAL NOTES
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KEYNOTE LEGEND - EXTERIOR WALL TYPES

TAG EXTERIOR WALL DESCRIPTION

W1 EXTERIOR WALL:  MASONRY CAVITY WALL CONSISTING OF 4" FACE BRICK (EDIT FOR OTHER MATERIALS),
1-3/4" AIR SPACE, 3" RIGID INSULATION, SPRAY APPLIED AIR AND VAPOR BARRIER SYSTEM ON XX" CONCRETE
MASONRY UNIT BACK-UP WALL WITH ADJUSTABLE (TWO-PIECE) HORIZONTAL MASONRY JOINT REINFORCING
@ 16" OC (REFER TO STRUCTURAL DRAWINGS FOR REQUIRED VERTICAL REINFORCING).  PROVIDE CAVITY
DRAINAGE MATERIAL, FLASHING, CAVITY WEEPS/VENTS @ 24" OC AND MASONRY EXPANSION AND CONTROL
JOINTS.  COMPARTMENTALIZE THE CAVITY AND PROVIDE CAVITY WEEPS/VENTS AT TOP/BOTTOM OF CAVITY.

WB3 EXTERIOR WALL (BELOW GRADE): REINFORCED CAST-IN-PLACE CONCRETE FOUNDATION WALL.  PROVIDE 2"
RIGID FOUNDATION INSULATION, EXTEND 48" VERTICALLY ON WALL AND 24" HORIZONTALLY BELOW FLOOR
SLAB.

WB4 EXTERIOR WALL (BELOW GRADE): 12" REINFORCED CAST-IN-PLACE CONCRETE FOUNDATION WALL WITH
SHEET MEMBRANE WATERPROOFING.  TERMINATE ALL MEMBRANE PERIMETER EDGES WITH 1/8" x 1"
ALUMINUM COMPRESSION BAR WITH CONTINUOUS SEALANT.  (EDIT FOR: DAMPPROOFING).  SHEET
MEMBRANE MUST INTERFACE WITH VERTICAL WALL AIR & VAPOR BARRIER LINE.  PROVIDE 2" RIGID
FOUNDATION INSULATION, EXTEND FULL HEIGHT VERTICALLY.

NOTE # FLOOR PLAN NOTE

200 CANE DETECTION RAIL

KEYNOTE LEGEND - INTERIOR PARTITION TYPES

TAG INTERIOR PARTITION DESCRIPTION

2M12 INTERIOR MASONRY PARTITION:  12" CONCRETE BLOCK. PROVIDE 2 HR RATED UL #U465 DESIGN WHERE 2 HR
CONSTRUCTION IS INDICATED ON PLANS.

M8 INTERIOR MASONRY PARTITION:  8" CONCRETE BLOCK.

M12 INTERIOR MASONRY PARTITION:  12" CONCRETE BLOCK.
N

 1/8" = 1'-0"A200
FIRST FLOOR PLAN - AREA BC4

N

 1/8" = 1'-0"A200
BASEMENT PLAN - AREA BE4

N

 1/8" = 1'-0"A200
BASEMENT PLAN - AREA CE1

N

 1/8" = 1'-0"A200
FIRST FLOOR PLAN - AREA CC1
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U

DIRECTION OF STRUCTURAL SLOPE TO DRAIN

SLOPE DIRECTION OF INSULATION TAPER SLOPE TO DRAIN.  MINIMUM ALLOWABLE TAPER SLOPE
SHALL BE 1/4" PER FOOT UNLESS NOTED OTHERWISE

TAPERED INSULATION VALLEY OR RIDGE

ROOF DRAIN

TAPERED INSULATION THICKNESS

ROOF PLAN NOTE

CONSTRUCTION LIMITS

COORDINATE AND VERIFY ALL ROOF OPENINGS AND PENETRATIONS WITH STRUCTURAL, PLUMBING,
HVAC, AND ELECTRICAL REQUIREMENTS.

PROVIDE WATER TIGHT INTEGRITY AT ALL PENETRATIONS AND EQUIPMENT PER ROOFING MANUFACTURERS STANDARD
DETAILS AND REQUIREMENTS FOR WARRANTY AND CURRENT NRCA STANDARDS.

PROVIDE POSITIVE ROOF DRAINAGE INCLUDING TAPERED INSULATION LAYOUT.  PROVIDE SADDLES AND CRICKETS AT
ALL ROOF TOP EQUIPMENT AND PENETRATIONS TO ENSURE POSITIVE DRAINAGE.

PROVIDE 24" WIDE CONCRETE PAVER WALKWAY FROM ROOF SCUTTLE TO ALL MECHANICAL ROOFTOP UNITS AND ALL
ROOF ACCESS LADDERS.  PROVIDE PAVERS AROUND PERIMETER OF ROOF SCUTTLE AND HVAC ROOFTOP UNITS.
PROVIDE PAVERS AT LANDINGS BELOW ROOF ACCESS LADDERS.

1

+X"

RD

ROOF PLAN - SYMBOLS LEGEND

ROOF PLAN - GENERAL NOTES

A.
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D.
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N

 1/8" = 1'-0"A240
ROOF PLAN 'AREA B'E4

N

 1/8" = 1'-0"A240
ROOF PLAN 'AREA C'E1

 1/8" = 1'-0"A240
WEST ELEVATION - ADDITION 'AREA A'C4

N

 1/8" = 1'-0"A240
FIRST FLOOR PLAN - AREA AC1

N

 3/8" = 1'-0"A240
EAST/WEST SECTION - RAMPA1

 3/8" = 1'-0"A240
NORTH/SOUTH SECTION - RAMPA4
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